








INTRODUCTION:  The  NASA  Occupant  Protection  Group  is  charged  with  ensuring  crewmembers  are 
protected during all dynamic phases of spaceflight. Previous work with outside experts has  led  to  the 
development  of  a  definition  of  acceptable  risk  (DAR)  for  space  capsule  vehicles.  The  DAR  defines 
allowable probability rates  for various categories of  injuries. An  important question  is how to validate 
these probabilities for a given vehicle. One approach is to impact test human volunteers under projected 
nominal  landing  loads.  The main  drawback  is  the  large  number  of  subject  tests  required  to  attain  a 
reasonable  level of confidence that the  injury probability rates would meet those outlined  in the DAR. 
An  alternative  is  to  mine  existing  databases  containing  human  responses  to  impact.  Testing  an 
anthropomorphic  test  device  (ATD)  at  the  same  human‐exposure  levels  could  yield  a  range  of  ATD 
responses that would meet DAR. As one aspect of future vehicle validation, the ATD could be tested in 
the vehicle’s seat and suit configuration at nominal landing loads and compared with the ATD responses 




Biomechanics  Data  Network  (CBDN),  which  is  maintained  by  the  Wright  Patterson  Air  Force  Base 










confidence  in  the  injury probability  rate. The other  is where additional human  testing would assist  in 
obtaining information on other acceleration levels or directions.  
DISCUSSION: The historical human data showed validity of the THOR ATD for supplemental testing. The 
historical human data are limited in scope, however. Further data are needed to characterize the effects 
of sex, age, anthropometry, and deconditioning due to spaceflight on risk of injury.  
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